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• Name of your Inner Circle Contractor, 
Gold Circle Distributor or Sales Representative

• Customer Service Representatives 
7:30 a.m. to 5:00 p.m. EST, Monday through Friday

• TechLine – Technical information – 
8 a.m. to 5:30 p.m. EST, Monday through Friday 
FAX 1-800-572-8324 or email: techline@armstrong.com

• Product literature and samples – 
Express service or regular delivery

• Request a personal copy of the 
Armstrong Ceiling Systems catalog

armstrong.com/ceilings

• Latest product and program news

• Real time selection and specification information

• Glossary of technical terms

• Contacts – reps, where to buy, who will install

• Submittal pages

• Specification writing tool

• Literature and samples information

• Perimeter and Corridor Design Solutions, CAD rendering
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Install first main beam

Install Hangers and Fasteners

• Hangers need to be installed above the
main beams typically every four feet. 

• Snap a chalk line for each of the main
beams. Attach hangers and wires to the
deck above the first row of main beams at
four-foot intervals.

• Stretch a guide string from one end of the
room to the other, below the molding where
the first main beam will hang.

• Stretch a leveling string from one side 
to the other 7/8″ above the bottom of the
wall molding. 

• Bend the wires at the height of the string 
so that the main beam is held at the 
correct height. 

• Wrap hanger wire securely around itself
three times. 

Install the First Main Beam

• Install the first section of main beam. (Cut the
end so that a cross tee route hole is located
the border distance in from the end wall.)

• Insert a hanger wire into a hanger wire hole
near the other end of the main beam. 
Bend the wire up and wrap it around itself
three times. Continue to insert all other
hanger wires.

Mark desired height 
for new ceiling

Bend hanger wires at height
of guide string

74" ÷ 2 = 37"
Two full panels plus

two 37" border panels

Determine width of border
panels (2′ x 4′ panels)

Determine Border Panel Sizes 
(2′ X 4′ panels)

• For 2′ x 4′ panels, divide one room 
dimension by 2′ as stated above.

• Divide the other room dimension by 4′ and
add 48″ to remaining dimensions to avoid
unsightly small border panels. 

Install Perimeter Trim

• Allow at least three inches below the old
ceiling, ducts, pipes or wiring as clearance
to maneuver a lay-in panel into the opening
of the grid.

• Mark the desired height for the new ceiling,
adding the height of the wall molding. Mark
a level line around all three walls and snap
a connecting chalk line on the fourth wall. 

• Attach the molding securely. Screws or 
6d (1-1/2″) nails work well for wood; use
screws for metal; use powder-actuated 
fasteners or expanding anchors for 
concrete and stone walls. Joints between
inside and outside corners of molding must
be tight.



Install Remaining Main Beams 
and Cross Tees

• Complete the installation of rows of main
beams.

• Note:  If you have additional rows of main
beams to install, stretch a second string from
one side of the room to the other, aligning it
with the first four-foot cross tee as shown.

• This second string will be your guide for
cutting the remaining rows of main beams.
Just measure from the end wall to the
string to determine the distance for the first
cross tee slot you will use.

• You must line up all cross tee slots for the
grid to be square.

Install Panels

• Slightly tilt panels, lift above framework,
and gently rest on cross tee and main
beam edges.

• Measure and cut border panels individually.
Using a leftover cross tee or main beam
section as a straight edge, cut panels 
face up with a very sharp utility knife.
Border panels may require field cutting of
tegular edge details.

Lighting and Other Fixtures

Lighting and other fixtures must be supported
by the grid, not by the ceiling panels.
Depending on the size and weight of the 
fixtures, extra hangers may be required.

For more information and details about
installing Armstrong Suspended Ceilings, call
your local Armstrong representative, and ask
for a copy of the Armstrong Global Ceiling
Installation Video - CS-3261.
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Tilt panels - above frame
and drop into place

Grid may require extra
hangers to support weight

of lighting fixtures

Align second guide string
with first four-foot cross tee

Tegular-edge border panels
may require field cutting. Cut

border panels face up

Join sections of main beam

Square the grid by measuring
across the diagonal of the

grid opening

Install border cross tees

Install Border Cross Tees

• Find the location of the first border cross tee.

• Place the end of the white face of the cross
tee against the edge of the wall molding at
the side, and cut the cross tee where it
crosses the guide string.

• Insert the uncut end of the cross tee into the
main beam, and rest the cut end of the cross
tee on the molding. (The far edge of the main
beam should be directly above the string.)

• Repeat the process for the next cross tee.

• Temporarily fasten the cross tees to the
wall molding so they do not move. 

Square the Grid

• Join additional sections of main beam as
required to reach the other end wall. Attach
hangers and check level as the installation
proceeds. 

• Use leftover piece of main beam from the
first row to start the next row.

• Install two four-foot cross tees between the
two main beams, in line with the first two
border cross tees.

• Measure across the diagonals of the 2′x 4′
opening. The measurements will be the
same if the grid is square. If the grid is not
square, shorten one of the main beams
until the diagonals are equal. 


